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REVERSING LIGHT KIT TO SUIT 
ARB REAR BAR WHEEL CARRIERS 

 

Product number: 5700070 
 

READ FITTING INSTRUCTIONS CAREFULLY BEFORE PROCEEDING 
 

  
• If already fitted, remove number plate 

bracket from wheel carrier. 
 
• Fit reversing light to hole in top of number 

plate bracket as shown. 
 

 

 

 
• Tighten using 17mm socket. (Viewed from 

underneath.) 

 
 

If you have any queries regarding the installation of this product please contact the distributor from whom it was purchased, or alternatively the ARB office in your state. 
Head Office – ARB Corporation Ltd VIC: 42-44 Garden Street, Kilsyth, Victoria, 3137 Tel: (03) 9761 6622 Fax: (03) 9761 6807 

WA:(08) 9244 3553  NSW: (02) 9821 3633  ACT: (02) 6280 7475  SA: (08) 8244 5001  QLD: (07) 3872 3872  NT: (08) 8947 2262  TAS: (03) 6331 4190 



 
 
  

• Fit loom through centre of wheel mount as 
shown. (Viewed from rear of wheel carrier.) 

 

 

 
• Allow some slack in cable for fitting to 

number plate bracket. 
 
• Fit channel with M12 caged nut into wheel 

mount as per photo. 

 

 

 
• Cable tie loom to wheel carrier frame.  
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• Cable tie to lower frame, through hole, 
around behind frame and around hub. 
Cable tie to locking pin bracket so that wire 
is free to move through opening and 
closing action. 

 
• Once loom is fastened securely scotch lock 

to vehicle reversing light wire and earth to 
body of vehicle. 

 

 

 
• Connect loom to light as shown and fit 

number plate bracket to wheel mount. 

 

 

 
• Secure using M12 bolt, spring washer and 

flat washer. 
 
• Finger tighten only. 
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• When adjusting number plate bracket,     
be careful not to cut through loom. 

 

 

 
• Tighten M12 bolt using 18mm spanner. 
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